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 ARKANSAS STATE HIGHWAY AND TRANSPORTATION DEPARTMENT 
 
 SUPPLEMENTAL SPECIFICATION 
 
 ERRATA FOR THE BOOK OF STANDARD SPECIFICATIONS 
 

Errors noted in the printed book of Standard Specifications for Highway Construction, 
Edition of 2003, are listed below and this publication is hereby revised as follows: 

Page 320: The last sentence of the Subsection 501.02(h)(1)(a), Joint Materials-Type 1, 
should read:  The top 1" (25 mm) shall be sealed with a material complying with 
the requirements of ASTM D 6690, Type I. 

Page 321: Subsection 501.02(h)(2)(f), Joint Materials-Type 7, should read:  A joint sealer 
that is hot poured elastic type complying with ASTM D 6690, Type I. 

Page 430: Delete the pay item  
  “__" (__ mm) Flared End Sections for Pipe Culverts Each”  
  and replace with: 
   “__" (__ mm) Flared End Sections for _____ Pipe Culverts Each” 

Page 430: Delete the pay item  
  “__" x__" (__x__ mm) Flared End Sections for Arch Pipe Culverts Each”  
  and replace with: 
   “__" x__" (__x__ mm) Flared End Sections for_____ Arch Pipe Culverts 
   Each” 

Page 612: The first sentence of Subsection 721.02(c)(1), Adhesive Bond Strength, should 
read:  Flat bottomed markers shall withstand adhesive bond strengths of not less 
than 500 psi (3.4 MPa). 

Page 694 The first sentence of Subsection 802.17(a)(3) should read:  Copolymer/synthetic 
blanket shall meet the performance requirements of AASHTO M 171. 

Page 694 Subsection 802.17(a)(4) should read:  Other approved sheeting materials shall 
meet the performance requirements of AASHTO M 171. 
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