
 SECTION 264 DEWATERING BASIN 

264.01  Description.  This work consists of constructing, maintaining, and ultimately removing dewatering 
basins as shown on Standard Construction Detail, Dewatering Basin, at the locations shown on the Plans, 
and as directed by the Engineer. 

MATERIALS. 

264.02  Borrow.  Borrow for fill material for the berm shall be clean mineral soil free of roots, woody 
vegetation, stones greater than 4" (100 mm) in diameter, or other objectionable materials.  Sandy or gravely 
soils classified as GW, GP, SW, and SP under the Unified Soil Classification System shall not be used in the 
embankment. 

264.03  Geotextile.  Geotextile shall conform to the requirements of Section 827. 

264.04  Riprap.  Riprap shall be R-4 conforming to the requirements of Section 712. 

264.05  Seed.  Seed shall conform to the requirements of Section 734. 

264.06  Mulch.  Mulch shall conform to the requirements of Section 735. 

CONSTRUCTION METHODS. 

264.07  Construction of the Dewatering Basin.  The area under the berm shall be cleared, grubbed, and 
stripped of topsoil.  In order to facilitate clean out and restoration, the pool area will be cleared of all brush, 
trees, and other objectionable materials. 

The fill material for the berm and the area on which the fill material for the berm is to be placed shall have 
sufficient moisture so that it can be formed by hand into a ball without crumbling.  If water can be squeezed 
out of the ball, it is too wet for proper compaction.  The fill material shall be placed in 12" (300 mm) thick lifts 
over the entire length of the fill.  Compaction shall be obtained by tamping the berm with the flat side of the 
backhoe bucket used to excavate the dewatering basin. 

264.08  Vegetative Treatment.   The berm top and side slopes shall be stabilized immediately after 
construction with seed and mulch.  

264.09  Maintenance of the Dewatering Basin.  Throughout the Project construction period, the Contractor 
shall maintain the dewatering basin to its original dimensions and function. 

264.10  Sediment Removal.  The Contractor shall remove all accumulated sediment when the basin is filled 
to one-half of its original basin. 

264.11  Removal of Dewatering Basin.  The dewatering basin shall be removed at the end of the 
construction period or when directed by the Engineer.  The dewatering basin and all materials incidental to its 
construction shall be removed.  All areas affected by the construction, use, and removal of the dewatering 
basin shall be restored to the original or plan contours and stabilized with seed and mulch. 

264.12  Method of Measurement.  The quantity of dewatering basins will be measured as the actual number 
of dewatering basins constructed and accepted.  The quantity of sediment removal will be measured 
according to Section 250. 



264.13  Basis of Payment.  The quantity of dewatering basins will be paid for at the Contract unit price per 
each.  Price and payment will constitute full compensation for excavating; for furnishing and placing all 
materials, including the berm; for maintaining the dewatering basin; for removing the dewatering basin and all 
incidental materials; for restoring the area; for seeding and mulching and for all labor, equipment, tools, and 
incidentals required to complete the work. 

The quantity of sediment removal will be paid for according to Section 250. 
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