
SECTION 606 METAL BRIDGE RAILING 

606.01  Description.  This work consists of furnishing, fabricating, and erecting either aluminum bridge railing 
or galvanized steel bridge railing. 

606.02  Materials.   Materials shall be as specified on the Plans.  If galvanized steel is used, it shall be 
galvanized after fabrication. 

606.03  Construction Methods.    The type of rail and details shall be as shown on the Plans.  Each post 
base shall be set on a preformed elastomeric pad, conforming to the requirements of Subsection 826.06.  
The outline of the pad shall conform to the base of the post or base plate.  All posts shall be set normal to 
grade, and all rails shall be set parallel to grade.  Anchor bolts shall be set prior to pouring the concrete and 
shall be firmly held in place by a template.  The portions of anchor bolts exposed above the concrete shall be 
given a protective coating of grease or oil before the concrete is poured. 

All rough or sharp corners which, in the opinion of the Engineer, would endanger pedestrians shall be ground 
smooth either during fabrication or after erection.  All anchor bolts and other connecting bolts and fasteners 
shall be burred to prevent loosening after erection is completed. 

No paint will be required on the completed installation except for any touch up of damaged coating.  Such 
damaged areas shall be coated with a material acceptable to the Engineer.  Before acceptance of the 
installation, the railing shall be thoroughly cleaned of all dirt, grime, and stains.  Cleaning methods and agents 
shall be used in accordance with the recommendations of the rail manufacturer. 

606.04  Method of Measurement.   The quantity of metal bridge railing will be measured as the actual 
number of linear feet (linear meters) of railing sections, installed and accepted. 

606.05  Basis of Payment.  The quantity of metal bridge railing will be paid for at the Contract unit price per 
linear foot (linear meter).  Price and payment will constitute full compensation for furnishing, fabricating, and 
installing all materials; for touch up of damaged coatings; and for all labor, equipment, tools, and incidentals 
required to complete the work. 

 


