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5.16.66 SAMPLING EPOXY PAVEMENT MARKING (Kansas Test Method KT-66) 
 
a. SCOPE 
 
This method covers the procedures for field sampling of epoxy pavement marking.  
 
b. APPARATUS 
  
b.1. Supply of clean,  ½ pint wide mouth friction top metal cans. 
 
b.2. Protective  gloves and eye protection. 
 
b.3.  Duct or packing tape 
 
b.4.  Hammer 
 
c. SAMPLING PROCEDURES 
 
c.1. Have the contractor load the application equipment and allow the truck to apply 
the epoxy for approximately one half hour prior to collecting samples.  
c.2. Put on  protective gloves and eye protection.  
c.3. Coordinate the sampling site with the contractor.  
c.4. Using a clean ½ pint wide mouth metal can, take a sample for the resin 
component prior to mixing. Fill the can completely.  
c.5. Remove the can. Tap the lid securely on with a hammer. Seal the lid with duct or 
packing tape.  
c.6. Using a second clean ½  pint wide mouth metal can, take a sample for the 
hardener component prior to mixing. Fill the can completely.  
c.7. Remove the can. Tap the lid securely on with a hammer. Seal the lid with duct or 
packing tape.  
c.8.       DO NOT MIX THE RESIN AND THE HARDNER SAMPLES. 
c.9. Mark on each Pint containers with the following information;  
                    c.8.a) Epoxy producer (Epoxy Brand Name)  
                    c.8.b) Epoxy Manufacturer Product ID  
                    c.8.b) Epoxy resin batch number or Epoxy hardener batch number depending 
on which can you are labeling.         
                    c.8.c) Project number 
                    c.8.d) CMS Number  Each component must have a different CMS Number.  
                    c.8.e) Date sampled  
c.10. Immediately ship the samples of the resin component and of the hardener 
component to Materials & Research Laboratory, Chemical Section.  
 
 
 
   
 


