
908 - MOWING 

SECTION 908 
 

MOWING  
 
 
908.1 DESCRIPTION 
 Mow the areas designated by the Engineer. 
 
 BID ITEM       UNITS 
 Mowing        Per Mile Per Side 
 
 
908.2 MATERIALS - None specified. 
 
 
908.3 CONSTRUCTION REQUIREMENTS 
 Use standard manufacture mowing equipment that is adequate for the work designated. 
 Mow only when the ground conditions prevent rutting.   

If the mowing produces enough clippings and debris to retard the growth of grass, remove and dispose of 
the clippings and debris. 
 
 
908.4 MEASUREMENT AND PAYMENT 
 The Engineer will measure areas mowed per mile per side for each side of the roadway mowed.  The 
Engineer will use vehicle odometer readings (to the nearest 0.1 mile) for the measurement of quantities.  The 
Engineer will measure the length of mowed areas along the shoulder of the side of the roadway that is mowed.  
Included in this measurement are all mowed areas from the shoulder to the right-of-way line.  On multi-lane 
roadways with medians, mowing in the median is not measured for separate payment.  Exceptions less than 0.1 
miles, such as a bridge, are not deducted from the measurements. 
 Payment for "Mowing" at the contract unit price is full compensation for the specified work. 
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