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SECTION 935—POST MOUNTED SIGNS, TYPE F 
 
 
935.1  DESCRIPTION—This work is the furnishing and installation of signs of the type indicated on existing posts or 
posts installed for other purposes. 
 
 
935.2  MATERIAL—As shown on the Standard Drawing for the corresponding type post and as follows: 
 
  •  Flat Sheet Signs—Section 1103.04 
 

•  Aluminum Bolts, Nuts, Lock-Washers; Brackets and Bars (Supports); Lag Screws; Anti-Theft Sign 
Hardware; Banding—Section 1103.11 

 
  •  Extruded Aluminum Channel Signs—Section 1103.02 
 
  •  Flat Sheet Aluminum Signs with Stiffeners—Section 1103.03 
 

•  Galvanized Steel Bolts, Nuts, Lock-Nuts; Lock-Washers; Aluminum Post-Clips; Rivets; Aluminum or 
Nylon Washers—Section 1103.11 

 
 
935.3  CONSTRUCTION—Attach signs to supports, as shown on the Standard Drawings for post mounted signs, Type 
A, B, C, D, or E, as appropriate. 
 Band signs or brackets to signal poles, mast arm columns, or luminaire supports. 
 When mounting as a secondary sign below another sign, install sign at a minimum height of 1.5 m (5 feet) on 
conventional highways in rural areas; at 2.1 m (7 feet) on conventional highways, on business, commercial, and 
residential streets where parking or pedestrian movements are likely to occur, or where other obstructions exist; and at 
1.5 m (5 feet) on expressways and freeways. Height is measured as the difference in elevation between near roadway 
edge surface and sign bottom. 
 Erect the sign in a level position, correctly aligned on the posts, and firmly attached with the necessary mounting 
hardware. 
 Permanently scribe 25 mm (1-inch) numerals on the back of sign indicating the month and year of installation. 
 
 
935.4  MEASUREMENT AND PAYMENT—Square Meter (Square Foot) of sign  

The unit price includes removal of existing sign(s), as necessary. 
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