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Payment will be made under:

Item No. Pay Item Pay Unit

2021000 Removal of Structures and Obstructions Lump Sum

20220XX Removal & Disposal Item No. (number) Lump Sum

2023000 Removal & Disposal of Existing
  Pavement

Square Yard

2024100 Removal & Disposal of Existing Curb Linear Foot

2024200 Removal & Disposal of Existing
 Bituminous Curb

Linear Foot

2025000 Removal & Disposal of Existing Asphalt
Pavement

Square Yard

20281XX Removal & Disposal of Existing Bridge Lump Sum

20285XX Removal & Disposal of Existing Culvert
   (width) ft. × (height) ft.

Each

SECTION 203

ROADWAY AND DRAINAGE EXCAVATION

203.01  Description.  This work shall consist of the removal,
placement, and compaction or satisfactory disposal of all
materials encountered within the limits of the right of way and
borrow pits for the construction of the roadway.  The above
limits may include intersecting roads, driveways, ditches,
channels, parking areas, ramps, and private entrances.  This
work shall also consist of the removal and replacement of
unsuitable material in the subgrade or under structures, the
stripping of the roadway and material pits, and the excavation
work necessary for the formation, compaction, and shaping of
all embankments, subgrade, shoulders, slopes, and intersec-
tions.  All work performed under this section shall conform to
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the typical cross-sections shown on the plans and to the lines
and grades established by the Engineer.

All work under this section shall be performed in a manner
that will insure compliance with Subsection 107.26, Environ-
mental Protection and Water Pollution Control.  The Con-
tractor shall conduct his operations in a manner consistent
with good erosion control practices to minimize soil erosion,
and to the extent practicable, prevent sediment from leaving
the site.  The Contractor shall take whatever measures nec-
essary throughout the life of the project to control erosion and
to minimize the deposition of sediment into adjacent rivers,
streams, wetlands, and impoundments.

The Engineer may limit the surface area of erodible mate-
rial exposed.  In order to limit the area of erodible material,
the Engineer may require that partially completed slopes be
brought to the required slope and that the seeding be per-
formed at that time in accordance with Section 810.

The Contractor shall comply with the provisions of any
required permits for the project that limit the surface area of
exposed erodible material.

Unless otherwise provided, this work shall also include the
removal and disposal of old pavement, surfacing, curb, gutter,
sidewalk, foundations, and structures necessary for the com-
pletion of the work.

This work shall also include the resetting of all mail boxes,
guide signs, traffic control signs and traffic warning signs lo-
cated in areas disturbed by the construction operation.  All
reset mailboxes and signs shall be in equal to or better condi-
tion as existed before construction.  The Contractor without
additional compensation shall repair any damage caused by
construction operations.

203.02  Site Excavation.  Site Excavation shall consist of all
excavation necessary to construct the roadway to the typical
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section as shown in the plans.  All provisions described
hereinafter shall apply unless otherwise provided with the
exception that no separate payment will be made for overhaul
or for the removal and disposal of any surplus material.  It
shall be the responsibility of the Contractor to inspect the site
and to determine the quantities of material necessary to con-
struct the roadway to the plan typical section.

203.03  Unclassified Excavation.  Unclassified excavation
shall consist of roadway and drainage excavation performed
under this section regardless of the materials encountered or
the manner in which they are removed and shall include the
work hereinafter described in Subsection 203.04 through
203.09 unless otherwise provided.

203.04  Muck Excavation.  Muck excavation shall consist of
the removal and satisfactory disposal of unsuitable material
located within the limits of the roadway cross-section shown
on the plans or at other locations as directed by the Engineer.
The unsuitable material shall be excavated to a depth below
subgrade as directed by the Engineer.  If there is not a bid
item listed in the proposal form for this excavation, the un-
suitable material will be measured and paid for as Unclassi-
fied Excavation.  The material paid for as Muck Excavation
will be limited to unstable material that cannot be excavated
without using equipment such as backhoes, tracked back-
hoes and trucks.

203.05  Stripping.  Stripping shall consist of excavating, re-
moving and disposing of all unsuitable material from the
ground surface of borrow and material pits, or soft, spongy,
unstable and other unsuitable material from the ground sur-
face within the roadway.  If there is not a bid item listed in the
proposal form for this excavation, it shall be measured and
paid for as Unclassified Excavation.  If the material to be
stripped is determined by the Engineer to be beneficial to the
establishment of permanent vegetation on the project, it shall
be salvaged and stockpiled for later use on the project.
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203.06  Surplus Material.  Surplus material shall consist of
the necessary removal and disposal of all surplus material in
order to complete the roadway and not required or desired in
the embankment.  Surplus material may be designated on the
plans or referred to as "waste.”  The Contractor shall be re-
sponsible for obtaining disposal sites and disposing of any
surplus material that cannot be accommodated by widening
embankments and flattening slopes.  The disposal sites must
comply with all regulations governing the disposal of waste
material.  Permits must be secured if such disposal sites are
located in wetlands and/or the floodplains of live streams and
rivers.  These permits will include, but are not limited to the
Federal Water Pollution Control Act (Section 404), Federal
Disaster Protection Act (Floodplain Management) and
Coastal Zone Management Act permits and any other appli-
cable State, Federal, County or City permits that may be re-
quired.  The Contractor shall certify in writing to the Depart-
ment that all of these requirements have been met before
placing any material in a disposal area.  Disposal areas shall
be seeded in accordance with Section 810 or as required by
permit provisions or other pertinent regulations.  The contract
unit price for Unclassified Excavation shall be full compensa-
tion for excavating, hauling, disposing of and seeding any
surplus material.

203.07  Water Course  and Drainage Ditch Excavation.
Water course and drainage ditch excavation shall consist of
removing and disposing of material excavated from ditches or
stream channels, inlets and outlets to drainage structures.  If
there is not a item listed in the proposal form for this excava-
tion, it shall be measured and paid for as Unclassified Exca-
vation.

203.08  Rock Excavation.  Rock excavation shall consist of
igneous, metamorphic and sedimentary rock which cannot be
excavated without blasting or the use of rippers, hoe-rams, or
pavement breakers and all boulders or other detached stones
each having a volume of 1/2 cubic yard or more as deter-
mined by physical or visual measurement.  If there is not a
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bid item listed in the proposal form for this excavation, it shall
be measured and paid for as Unclassified Excavation.

203.09  Borrow Excavation.  Borrow shall consist of ap-
proved material required for the construction of embankments
or for other portions of the work.  Borrow may be obtained
from widening cuts on the project, from other locations within
the right of way limits of the project, or from borrow pits ap-
proved by the Engineer.  When using borrow excavation to
construct embankments, a maximum of 25% by weight of
recycled glass aggregate may be mixed with these materials
to obtain the quantities needed.  The recycled glass aggre-
gate shall conform to the requirements of Subsec-
tion 206.02B.  Requirements for incorporating recycled glass
aggregate in embankment work are contained in Subsec-
tion 206.03B.  Material from borrow pits furnished by the De-
partment will include necessary rights of way for haul roads
along the shortest practicable route without cost to the Con-
tractor.  Borrow excavation obtained from pits furnished by
the Department from locations within the right of way limits or
by widening cuts on the project will be paid for at the contract
price for Unclassified Excavation with Overhaul as applicable.

When the Contractor is required to furnish the borrow
material, an item of Borrow Excavation will be included in the
proposal, and no allowance will be made for haul, clearing
and grubbing pits, securing necessary permits, haul roads, or
other incidental related cost.  The Contractor will also be re-
sponsible for the restoration of pits and haul roads to a condi-
tion satisfactory to property owners and in compliance with
the South Carolina Mining Act.

In order to accurately determine by cross-section the
quantity of borrow excavation furnished by the Contractor, the
Contractor shall designate to the Department the exact loca-
tion and bounds of the borrow pit or section of pit if material
from pit is being furnished to projects other than those in-
cluded in this contract.  The Contractor shall be responsible
for reserving and protecting the designated area(s) against its
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use for any purpose other than furnishing the required borrow
excavation for completing this project.

The types of materials furnished by the Contractor and
used in constructing this project shall be approved by the En-
gineer before being used.  Materials that will be acceptable
shall have a Plasticity Index (PI) of 23 or less, except within
the top 18 inches of the subgrade, the material shall have
Plasticity Index of 13 or less.  The Plasticity Index will be de-
termined in accordance with AASHTO T 89 and T 90.

If soils meeting the above classifications are not available
in the area of this project, the better soils that are available
shall be used for this purpose as determined by the Engineer.

203.10  Station Grading.  Station grading shall consist of all
excavation and embankment required for the construction of
the road when the plans indicate that payment for grading
work is on a station grading basis and when there is a bid
item listed in the proposal for Station Grading.  The scope
and construction requirements of the work to be performed
and paid for under this item shall be in accordance with the
provisions set out in this Section 203, except as otherwise
provided in this section.

If it is necessary to borrow material to bring embankments
up to a required grade, such borrow material will be paid for
at the contract bid price for Unclassified Excavation with
Overhaul as applicable.  When it is necessary to remove un-
suitable material in cut sections below the finished subgrade
elevation, the material excavated below the finished subgrade
will be measured and paid for as Unclassified Excavation with
Overhaul as applicable.  Likewise, when it is necessary to
remove unsuitable material in fill sections, before the em-
bankment can be constructed, the material excavated will be
measured and paid for as Unclassified Excavation with Over-
haul as applicable.  Excavation that is removed from inlet or
outfall ditches, stream channels or from inlets and outlets of
structures shall be measured and paid for as Unclassified
Excavation.
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Station Grading shall include material necessary to be
excavated at intersections, driveways, private entrances, or
other miscellaneous excavation necessary for the road con-
struction.

203.11  Geotextile for Separation of Subgrade  and Sub-
base or Base  Course  Materials.  The item Geotextile for
Separation of Subgrade and Subbase or Base Course Mate-
rials shall consist of furnishing and placing a geotextile for
use as a permeable separator to prevent mixing of subgrade
with subbase or base course materials.  The geotextile shall
be designed to allow passage of water while retaining soil
without clogging.

Geotextile fabric shall be approved by the Engineer.

CONSTRUCTION REQUIREMENTS

203.12  General.  The excavation and embankments for the
roadway, intersections, and entrances shall be finished to
reasonably smooth and uniform surfaces.  Excavation opera-
tions shall be conducted so that material outside of the limits
of slopes will not be disturbed.  Before beginning grading op-
erations in any area, all necessary clearing and grubbing in
that area shall be completed in accordance with Section 201.

The Contractor shall notify the Engineer in sufficient time
before beginning excavation in order that the necessary
cross-sections may be taken.  The Contractor shall not exca-
vate beyond the dimensions and elevations established and
material shall not be removed before the staking and cross-
sectioning of the site.

After sufficient clearing and grubbing has been completed
and the work has been cross-sectioned and staked, the Con-
tractor may proceed with the excavation and placement of
material at such locations and in such a sequence as the En-
gineer may approve.
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All suitable materials excavated shall be used as far as is
practicable in the formation of embankment, subgrade,
shoulders, and at such other places as directed.  The Con-
tractor shall preserve the best materials for use in construct-
ing the top portion of embankments insofar as practicable.  In
cases where this is impracticable or the material in the bal-
ance is unsuitable, the Contractor may be required to borrow
suitable material from other balances.

Excavated rock shall be used in forming embankments
wherever the depth of fill is sufficient to properly contain the
rocks, and shall be placed in accordance with Subsec-
tion 205.04.  Any material that is excavated beyond the slope
stakes set for the construction will not be paid for unless such
excavation is required in the formation of the embankment or
is specifically ordered by the Engineer.  Unless otherwise
directed by the Engineer, surplus material or waste shall be
disposed of by widening the embankments uniformly and
flattening the slopes.  If additional areas are necessary to
accommodate the surplus or waste material, the Contractor
shall dispose of the material in accordance with Subsec-
tion 203.06.  Excavated material shall not be deposited above
the grade of the finished road, unless permitted by the Engi-
neer, or disposed of in such a manner as to cause damage to
adjacent property or impair the appearance or symmetry of
the roadway.

When rock is encountered in the subgrade, the rock shall
be excavated to a depth of 6 inches below subgrade for the
entire width of the roadbed, except where a cement-modified
subgrade is specified.  If a cement-modified subgrade is
specified, the rock shall be excavated to a depth of one foot
below subgrade for a width specified in the plans or as di-
rected by the Engineer.  The resulting excavated areas shall
be backfilled with suitable material specified by the Engineer.
The Contractor will be paid for both the material excavated
and the material used for backfill.  The excavated material will
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be paid for as Unclassified Excavation, unless an item of
Rock Excavation is included, in which case, this material will
be paid for at the contract unit price for Rock Excavation.
The backfill material will be paid for at the contract unit price
of Unclassified Excavation, unless an item of Borrow Excava-
tion is included, in which case, the backfill material may be
paid for as Borrow Excavation, if determined applicable by
the Engineer in accordance with Subsection 203.09.

Where unstable or other material, that in the opinion of the
Engineer, is unsuitable for foundation, subgrade or other
roadway purposes, occurs within the limits of the roadway,
the Contractor shall be required to remove and dispose of
such material to the cross-section shown on the plans or as
directed by the Engineer, and backfill the excavation with
suitable material.

Whenever it becomes necessary to obtain additional ex-
cavation to form the embankments, the Engineer may direct
that cuts be widened, cut slopes be flattened, or grades in
cuts be lowered in lieu of obtaining material from borrow pits.
The widening of cuts or flattening of cut slopes shall be car-
ried to a uniform width throughout the cut in such a manner
as to obtain a uniform and neat appearance.  Material shall
be obtained from those borrow pits, cuts, backslopes and
ditches designated and previously cross-sectioned by the
Engineer.  Borrow pits shall be trimmed and left in a neat and
suitable condition to facilitate the accurate measurement of
the material excavated.  Where practicable, they shall be so
excavated that water will not collect or stand therein and after
taking of final cross-sections, the pits shall be terraced if so
directed by the Engineer.

Where suitable earth type base course material, selected
material for shoulders, or materials suitable for stabilizing
subgrade is encountered in excavation and on areas where
embankment is to be placed, whether shown on the plans or
not, it shall be salvaged and used accordingly if so directed
by the Engineer.  Materials that are stockpiled for later use in
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the work shall be measured and paid for as Unclassified Ex-
cavation in addition to payment under the appropriate item for
which the material is used.

Watercourses shall be constructed where and as shown
on the plans, or where and as directed, to the lines, grades
and cross-section established by the Engineer.  All roots,
stumps, rock, and other materials in the sides and bottom of
watercourses shall be cut to conform to the slope, grade, and
shape of the section given.  Where practicable, in the opinion
of the Engineer, all suitable material excavated from ditches
and channels shall be placed in the embankment or, where
impracticable, it may be placed along the banks.  Excavation
or spoil from a watercourse shall not be deposited within 3
feet of the edge of the watercourse and shall be spread uni-
formly unless otherwise shown in the plans or directed by the
Engineer.  Ditches or gutters emptying from cuts to embank-
ment shall be constructed to avoid erosion of the embank-
ment.

203.13  Excavating Rock.  If material is encountered during
roadway excavation, which appears to belong in the classifi-
cation of rock excavation as set forth in Subsection 203.08.
Unless otherwise provided, it shall be measured and paid for
as Unclassified Excavation.

Final breakage of rock excavation shall conform with or
closely approximate the slopelines shown on the plans unless
different slopelines are fixed and the Contractor is so notified.
The final slopes shall be left reasonably smooth and uniform
and all loose and overhanging rock removed.  Unless other-
wise permitted, no rock shall finally project more than one
foot beyond established slopes.

Rock shall be excavated to the required elevation for the
full width of the roadway as shown on the plans or as directed
by the Engineer.  When rock is excavated below the sub-
grade elevation, the Contractor shall backfill to the subgrade
elevation with material approved by the Engineer.  Such ma-
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terial shall be properly compacted and shaped to the required
elevation and cross-section.

The final surface of rock excavation under the roadbed
area shall be left so that all areas shall drain.

The Engineer may require the firing of short test lines and
exposure of the pre-split slope at any location or area to be
pre-split to see that the hole spacing, charge and resulting
blast give the desired results.  The Engineer reserves the
right to require any changes in methods or procedures that he
considers necessary to control the effectiveness of the pre-
splitting operation.

The pre-split face shall not deviate more than 6 inches
from the front line of the drill holes nor more than 12 inches
from the back line except where, in the opinion of the Engi-
neer, the character of the rock being pre-split will unavoidably
result in irregularities.

203.14  Maintenance of Excavation.  The Contractor shall
maintain the highway in accordance with the provisions of
Subsection 104.07.

203.15  Method of Measurement.

a.  The quantity of work done under this item, except for
Site Excavation and Station Grading, shall be measured in
cubic yards of Unclassified Excavation, unless bid items of
Rock Excavation or Borrow Excavation have been in-
cluded in the contract, and are applicable in accordance
with these Specifications.  These quantities shall consist
of the material acceptably excavated as herein prescribed,
measured in its original position, and determined from
cross-sections by the method of average end areas.
Measurements will include over-breakage or removal of
slides not attributable to carelessness or negligence of the
Contractor; authorized excavation of rock, unsuitable or
unstable materials below grade and also that necessary to
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replace such materials; excavation of selected materials
required by the Engineer to be stockpiled and reserved for
later use in the work; material obtained from borrow pits;
and also authorized excavation under bridges or box cul-
verts (exclusive of material classified as Excavation for
Structures) where bottom slabs have been omitted.

The volume measured for the construction of a water-
course (ditch or channel excavation) will include material
removed from the end of the structure to the end of the
watercourse.  It will not include excavation necessary to
construct the bridge foundations, but will include excava-
tion under structures where such work is directed by the
Engineer in the construction of watercourses.

b.  On all projects where the plan quantity of Unclassified
Excavation is computed from cross-sections included in
the plans, the quantity of Unclassified Excavation to be
paid for will be the computed quantity shown in the plans.
The Contractor will be paid a revised quantity if a revision
on any portion of the contract is necessary during con-
struction of the work.  Revisions from the computed plan
quantity will be made in accordance with the following
provisions:

1.  Where rock is removed from the subgrade as
outlined in Subsection 203.12, the quantity to be
paid for will be both the material excavated and the
material used for backfill.  The backfill material will
be paid for only once.

Where rock is removed as outlined in Subsec-
tion 203.13, it shall, unless otherwise provided, be
measured and paid for as Unclassified Excavation.
The quantity will be computed from cross-sectional
measurements made in the field.  Measurements
will be made only in areas where rock was author-
ized to be removed.  Measurement of unavoidable
over-breakage shall be in accordance with the pro-
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visions of this Subsection 203.12.  Over-breakage
that, in the opinion of the Engineer, is avoidable
shall not be included in the final measured quantity.
No direct measurement or payment will be made
for pre-splitting, but the cost thereof shall be in-
cluded in the pay item of Unclassified Excavation,
or Rock Excavation when a separate pay item for
Rock Excavation is provided.

2.  Where the Engineer requires the removal of un-
suitable or unstable material, mucking, or stripping,
as set forth in Subsection 203.12, the quantity will
be computed from cross-sectional measurements
made in the field.  Measurements will be made only
in areas where unstable material was authorized to
be removed.  Where it is necessary to replace un-
stable material with borrow, payment will be made
for material removed and for borrow material to re-
place it.

3.  Where it is necessary to borrow, the material will
be measured from cross-sections taken in the field.
Where cuts are widened, cut slopes are flattened,
or grades in cuts are lowered to obtain borrow ma-
terial as directed by the Engineer, the quantity of
borrow material shall be computed after first de-
ducting from the final cross-sectioned area shown
in the plans.

4.  Where an estimated quantity is shown in the
plans for ditches and channels, the final quantity
will be obtained from measurements taken in the
field.

5.  Computed plan quantities will be used where
grade changes do not vary more than 0.3 of a foot
from plan grade.  Where grade changes are greater
than these limits, or at the Engineer's discretion,
the revised quantities will be obtained by the
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method outlined in paragraph (3) above for varia-
tions in cross-sections.  Revised quantities will in-
clude the actual increase or decrease from plan
quantities.  Before making final payment of the plan
quantity of the Unclassified Excavation, the com-
puted plan quantity may be rechecked when con-
sidered desirable by the Engineer.  Such recheck-
ing may result in an increase or decrease in the
quantity of Unclassified Excavation shown in the
plans.

c.  The quantity of Mucking or Stripping Excavation shall
be the volume, in cubic yards, completed and accepted
and determined as follows:

The volume shall be calculated by the average end
area method.  The length for the computation shall be the
actual length of the area along the roadway excavated,
and the cross-section areas for the calculation shall be the
neat line measurement of the typical cross-section shown
on the plans and established by the Engineer.  The Con-
tractor will not be paid for any material excavated outside
the neat lines shown on the plans or as established by the
Engineer.  Payment for muck or stripping excavation shall
be made only once for a particular volume and no allow-
ance will be made for necessary re-excavation.

d.  The quantity of Station Grading will be determined by
horizontal measurement along the centerline of the road to
the nearest 0.01 station.  A station shall be considered as
100 feet.  Exceptions to the project, such as bridges, rail-
roads, etc., noted on the plans, shall be deducted from the
total length of the road.

e.  No separate measurement will be made for Site Exca-
vation.

f.  Geotextile for Separation of Subgrade and Subbase or
Base Course Materials shall be measured by the number
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of square yards covered by the fabric and accepted by the
Engineer.

203.16  Basis of Payment.  The volume measured as pro-
vided for in Subsection 203.15 above shall be paid for at the
contract unit price for Unclassified Excavation, or when so
listed in the proposal and applicable, it shall be paid for at the
contract unit price for Rock Excavation, Stripping Excavation,
Muck Excavation or Borrow Excavation.  Such price and
payment shall constitute full compensation for excavating the
material, the formation and compaction of embankments, dis-
posal of surplus or unsuitable material, stripping, preparation
and compaction of subgrade and shoulders, de-watering bor-
row pits when determined necessary, terracing of borrow pits,
removal and resetting of mail boxes, guide signs, etc., and
the furnishing of all materials, supplies, labor, equipment,
tools, transportation, and incidentals necessary to satisfacto-
rily complete the work.  This price and payment shall also
include hauling of the material within the free haul limit of
3000 feet.  If the material is hauled beyond the free haul limit,
Overhaul as defined in Section 207 shall apply except in the
case of Borrow Excavation furnished by the Contractor in ac-
cordance with Subsection 203.09.

Where the Contractor is required to furnish the borrow
pits, the material shall be paid for as Borrow Excavation,
which price and payment shall constitute full compensation
for the cost of the borrow pit, clearing and grubbing of pits,
necessary haul roads, hauling of the borrow material to the
designated location on the roadway and for all other pertinent
stipulations stated above.

Payment will not be made for any excavated material used
for purposes other than those designated except material
covered in Subsection 104.09.

Rock excavation that may be performed for a greater
depth than 6 inches below subgrade will not be paid for un-
less cement-modified subgrade is specified or such work is
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specifically authorized by the Engineer.  Rock Excavation that
may be performed for a greater width than specified will not
be paid for unless specifically authorized by the Engineer.

Payment for Station Grading shall include all excavation
and embankment and all other work specified in Subsec-
tion 203.10 as required for the completion of the work, except
excavation that is specified in Subsection 203.10 to be meas-
ured and paid for as Unclassified Excavation.  No payment
will be made for overhaul of material excavated on the road
and used on the road.

Payment for Site Excavation will be made on a lump sum
basis.  It shall be the responsibility of the Contractor to in-
spect the site and to determine the quantities of material nec-
essary to construct the roadway to the plan typical section.
No separate payment will be made for any incidental costs
associated with this work.

The quantities of geotextile measured in Subsec-
tion 203.15 shall be paid at the contract unit price for Geotex-
tile for Separation of Subgrade and Subbase or Base Course
Material, which price and payment shall be full compensation
for furnishing all materials, supplies, labor, equipment, tools,
transportation, and incidentals necessary to satisfactorily
complete the work.

Payment for each item includes all direct and indirect
costs and expenses required to complete the work.
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Payment will be made under:

Item No. Pay Item Pay Unit

2031000 Unclassified Excavation Cubic Yard

2031200 Site Excavation Lump Sum

2032000 Rock Excavation Cubic Yard

2033000 Borrow Excavation Cubic Yard

2034000 Muck Excavation Cubic Yard

2035000 Station Grading Station

2036000 Geotextile for Separation of Subgrade
  and Subbase or Base Course Material

Square Yard

SECTION 204

STRUCTURE EXCAVATION

204.01  Description.  This work shall consist of the removal
and satisfactory disposal of all materials necessary for the
construction of foundations and substructures for bridges, box
culverts, and other structures when the plans or proposal in-
dicate an item of structure excavation.  Work performed shall
conform to the lines, grades, dimensions and sections as
shown on the plans or as otherwise directed by the Engineer;
and shall be performed in the manner and subject to the con-
ditions and requirements hereinafter provided.

Excavation for structures shall include furnishing materials
for construction, shoring, sheeting, cribbing and cofferdams
(when not itemized in the proposal), and performing all
pumping, bailing, draining, backfilling, removal of all bracing,
and the disposal of surplus or unsuitable materials.

204.02  Classification.  Excavation for structures, except for


