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SECTION 13551M 
 

GENERAL ATMS REQUIREMENTS 
 
 
Delete Article 1.3 and replace with the following: 
 
1.3  REFERENCES 
 

A. AASHTO M 232:  Standard Specification for Zinc Coating (Hot Dip) on Iron and 
Steel Hardware 

 
B. AASHTO M 314:  Standard Specification for Steel Anchor Bolts 
 
C. AASHTO Roadside Design Guide (current edition) 
 
D. AASHTO Standard Specifications for Structural Supports for Highway Signs, 

Luminaires and Traffic Signals (current edition) 
 
E. ASTM D 3005, Type I or II. UL 510 
 
F. American Wire Gauge (AWG) 
 
G. Electronic Industries Association (EIA) and Telecommunications Industry 

Association (TIA) Specifications 
 
H. International Municipal Signal Association Regulations 
 
I. National Electric Code (NEC) 
 
J. Rural Electrical Association (REA) Bulletins 
 
K. USDA Rural Utilities Service (RUS) Bulletin  
 
L. Underwriters Laboratory (UL) 
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Delete Article 2.1 and replace with the following: 
  
2.1 DOCUMENTATION 
 

A. Submittals 
1. Provide two copies of all documentation to the engineer.  Install one 

additional copy each field cabinet. 
2. The general purpose and content of all required submittals is described in 

the following table.  Refer to the appropriate specifications for the details 
of the submittal requirements and test procedures for each ATMS device 
type.  Obtain UDOT’s newest version of the test procedures for the local 
field operations test from the UDOT website. Refer to 
http://www.udot.utah.gov/index.php/m=c/tid=719.  

 
Name Timeline Description 

Contractor 
Furnished Material 
and Equipment 
Lists 

Submit within fifteen 
business days from 
the Notice to Proceed.  

Includes the name of manufacturer, size, and 
identification number. 
All contractor furnished equipment must be 
approved by the Engineer prior to ordering. 

Test Reports (for 
Cable and 
Conductor test, the 
Local Field 
Operations Test, 
and Acceptance 
Tests.) 

Submit within five 
business days from 
the completion of a 
successful test. 

To be provided after the completion of a 
successful test.  Test Reports are required for each 
appropriate ATMS device installation, including, 
but not limited to CCTV, VMS, RWIS, WIM, 
Traffic Monitoring Detector Loops or other 
specified detection device, and Fiber Optic 
Communication Systems.  Provide Test Reports in 
a neatly bound (3’ hole) and printed format.  The 
Test Reports will include the following: 

1) All test results (including failed tests) 
2) Description of any observed discrepancies 
3) Description of required corrective action 
4) Estimated time to complete corrective 

action and re-test 
5) Results of any corrective action 

Completion Notice Provide to the 
Engineer after all 
devices have 
successfully passed 
the Local Field 
Operations Tests, at 
least 5 business days 
prior to beginning 
acceptance tests.   

Consists of the certification that all ATMS 
installations are compliant with all project 
requirements.  Use the Local Field Operations 
Testing Completion Notification Form obtained 
from the UDOT website. Refer to 
http://www.udot.utah.gov/index.php/m=c/tid=719.  

http://www.udot.utah.gov/index.php/m=c/tid=719
http://www.udot.utah.gov/index.php/m=c/tid=719
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Name Timeline Description 
Compliance 
Certificate 

Submit within five 
business days of 
receipt by the 
Manufacturer for each 
site. 

Provide an installation compliance certification by 
the manufacturer on required equipment. 

Manufacturer’s 
Equipment 
Documentation 

Must be received and 
accepted prior to 
Final Acceptance 

For all contractor furnished items, provide all 
factory issued manuals per this section, article 2.1, 
paragraph B, software, detailed shop drawings, 
wiring diagrams, certifications, warrantees, 
instruction sheets, and parts lists to the engineer. 

As-Built Drawings Must be received and 
accepted prior to 
Final Acceptance 

Refer to section 01721 

 
B. Factory Issued Manuals 

1. Acceptable factory manuals must contain technical, diagnostic, and 
maintenance (preventative and troubleshooting) information.  Advertising 
brochures and catalog cuts not accepted. 

 
Delete Article 3.3 paragraph C and replace with the following: 
 

C. Field locate equipment with the Engineer. 
1. Avoid areas with poor drainage, and place for minimum impact from 

thrown snow. 
2. Place for maximum accessibility and safety for maintenance personnel. 
3. Satisfy clear zone requirements as defined in the AASHTO Roadside 

Design Guide (current edition), Chapters 3 and 4. 
 
Delete Article 3.5 paragraph C and replace with the following: 
 

C. Conform to minimum requirements of AASHTO M 314 for anchor bolts.  Do not 
weld anchor bolts to reinforcing steel.  Galvanize all nuts, washers and anchor 
bolts in accordance with AASHTO M 232. 

 
D. Install anchor bolts in accordance with the AASHTO Standard Specifications for 

Structural Supports for Highway Signs, Luminaires and Traffic Signals (current 
edition) Article 5.17. 

 
END OF SECTION 
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